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Item Design Standard Where also found Cul de Sac & Ltd.  
Local (CS & LL) 

Urban Local 
(UL) 

Collector- 
Standard 
Undivided (C) 

Collector 
Standard-
TWLTL 

Industrial 

1. Right-of-Way 
(minimum width) MTP 50 ft. (CS) 

40ft. (LL) 50 ft. 60 ft. 66 ft. 80 ft. 

2. Parkway Width 
(each side of street) MTP 10.5ft (CS) 

7.5ft. (LL) 10.5 ft. See MTP See MTP See MTP 

3. Sidewalk Width 
(each side of street) MTP 5 ft. 5 ft. 6-10 ft. 6-10 ft. 10 ft. 

4. Paved Surface  
(F-F of Curb) MTP 28 ft. (CS) 

24 ft. (LL) 28 ft. See MTP See MTP See MTP 

5. Roadway Width  
(B-B of Curb) MTP 29 ft. (CS) 

25 ft. (LL) 29 ft. See MTP See MTP See MTP 

6. Traffic Lanes 
 (No. and Width) MTP 2@10’(CS) 

2@ 12’(LL) 2 @ 10 ft. See MTP See MTP 2 @ 12 ft.  &  
TWLTL @ 11 ft. 

7. Median Width 
 (B -B of curb) MTP n/a n/a n/a   

8. Parking Lanes 
 (No. and Width) MTP Staggered Staggered See MTP See MTP See MTP 

9. 
Horizontal Centerline 

Radius 
(normal x-section) 

BB 150 ft. 150 ft. 460 ft.   

10. Target Speed (mph) MTP 20-25 25 25 25 25 

11. 
Minimum Street 

Spacing 
(CL-CL) 

BB/Sub Code 135 ft. 135 ft. 250 ft.   

12. Minimum Tangent 
Between Curves BB 50 ft. 50 ft. 100 ft.   

13. 

Tangent at 
Intersections: 
(ROW to ROW) 

BB      

  - - -   
b) Collector/Arterial BB - - 150 ft.   
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c) Collector/Collector BB - - 100 ft.   
d) Local/Collector BB 50 ft. 50 ft. -   

e) Local/Local BB 50 ft. 50 ft. -   
f) Ltd Loc/Ltd Loc BB 40 ft. - -   

14. Vertical Clearance 
 (From Rdwy. Surface) BB/AASHTO 14 ft. 14 ft. 14 ft.   

15. Intersection Safe Site 
Distance BB/AASHTO 350 ft. 350 ft. 525 ft.   

16. Median Openings 
 (Spacing) BB n/a n/a n/a   

17. 
Max.  Intersection 

Deviation Angle 
Allowed -from 900 

BB/Sub Code 50 50 50   

18. 

Mid-Block horizontal 
street change / 

departure angle shall 
not be less than: 

BB/Sub Code 600 600 600   

19. 

Percent Gradient of 
Streets & Alleys:       

a.  Minimum % BB 0.5 0.5 0.5   
b.  Maximum % BB 10.0 10.0 8.0   

20. 
Reverse Curve: 

Minimum Tangent 
Separation Distance 

BB/Sub Code 50 ft. 50 ft. 150 ft.   

21. Minimum Cul-de-Sac 
Turn-Around 
Dimensions 

(Public & Private 
Streets) 

      

a. S/F and 2/F 
Districts:       

1) ROW   Radius BB 50 ft. 50 ft. 
-   

2) Paving -Radius (F-F) BB 40 ft. 40 ft. 
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b. Other Zoned 
Districts:    

1) ROW Radius BB 60 ft. 60 ft. 
2) Paving Radius (B/B) BB 50 ft. 50 ft. 

22. 
No. of Left Turn Lanes 

per Arterial Street 
Intersection Leg 

MTP/BB - - -   

23. Maximum  ADT 
Traffic Design Volume MTP/BB 1,000 to 2,000 2,500 8,000   

24. Design Trip Length MTP/BB/AASHTO Under ¼ mile Under ½ mile Under One mile   
25. Access Control BB None None None   

Legend:  Referenced abbreviations include:  TWLTL-Two-Way-Left-Turn Lane; BB- Traffic Engineering Design Standards and Policy 
Guidelines. (aka Brown Book); MTP- Master Thoroughfare Plan; AASHTO- American Association of State Highway and Transportation 
Officials; and Sub Code-Subdivision Ordinance  

 


